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   VAS 6140 

    
VP 251132 1 

 
 

 

 

Four-Post Lift VAS 6140 
with 4 t Lifting Capacity 
 

MODEL: CARLIFT II 4.0 
 
Standard Delivery 

 
 - Four-Post-Lift (VP 251121) 

with 4 t Lifting Capacity 
MODEL: CARLIFT II 4.0 
* Lowering device for wheel alignment 

  Special VW Features 
 

 - Special Paint: 
Posts and crossbar: RAL 7040 (grey) 
Driving platform, drive-on ramp: RAL 7012 (grey) 
Add-on parts: RAL 7016 (grey)  
Label: 
'VAS 6140' label on aggregate cover  
above control unit 
Lettering style: Volkswagen headline,  
letters: RAL 7040 (grey) 

 

    

  Notice:  

  Suitable for 3D wheel alignment for cars and transporters T6 
short wheel base 

 

    
    
  Recommended Options   
    
VZ 971329 1 Extended Driving Platforms 4800 mm f. Carlift II 4.0/4.0 W 

-Extra Charge- (recommended for 3D wheel alignment up to 
transporter T6 long wheel base) 

 

    
VZ 990433 1 LED Illuminant, 4 pcs  
    
VZ 970112 1 Wheel-Free Jack 3.5 

Hydraulic Scissors Lift integrated in driving platform 
incl. extension length 1480 mm – 2000 mm 

 

    
VZ 975069 1 Plastic Chocks (4 pcs.) 

47 x 132 x 340 mm 
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  Further Options   
    
VP 985045 1 Axle Jack, Hydro-Pneumatic Scissors Lift 

with 2.6 t load capacity 
MODEL: AL II 2.6 PH 
incl. carriage 
incl. air feeding set (Spiral hose, guidance cable) 
3 Set extension sockets 10, 45 85 mm 

VAS 6495/1 

    
VZ 975894 1 Extender set Transporter for Axle lifts  2.0 t / 2.6 t 

2 pcs Adapter sleeves 
1 set Support disc extenders 150 mm (VZ 971222), 2 pcs 
2 pcs Rubber discs 120 mm 
1 set Hard rubber blocks (VZ 975074), 4 pcs 

 

    
VZ 975181 1 Air Pressure Servicing Unit with Fastening Iron (0 – 10 bar)  
    
VZ 975026 1 Sliding Plates 60 mm Lateral Motion, 5° Rotary Motion possible  
    
VZ 975618 1 Set of compensating plates for turntables – length 450/500 mm 

(plain sheet; 4.4 m runway) 
Carlift II –w/o wheel-free-jack- 

 

    
VZ 975619 1 Set of compensating plates for turntables – length 450/500 mm 

(plain sheet; 4.8 m runway) 
Carlift II –w/o wheel-free-jack- 

 

    
VZ 975620 1 Set of compensating plates for turntables – length 450/500 mm 

(plain sheet; 4.4 m runway) 
Carlift II –with wheel-free-jack- 

 

    
VZ 975621 1 Set of compensating plates for turntables – length 450/500 mm 

(plain sheet; 4.8 m runway) 
Carlift II –with wheel-free-jack- 

 

 
 
 
Amendments: 
- Colouring concept (30.03.04) 
- Option: Axle Jack MODEL: AL II 2.6 PH (VP 985045) 09.01.08 
- Carlift II 4.0 W instead of Carlift 4.1 (15.12.08)  
- Carlift II 4.0 instead of Carlift II 4.0 W (12.08.09)  
- Option: Extender set Transporter (VZ 975894) (26.04.17) 
- Option: LED Illuminant, 4 pcs (VZ 990433) (11.12.23) 

 
Please refer to current price list for additional options, transport and assembly charges! 
Subject to technical change without notice. 


